
 
Honda ST1300  

(Part No.TR8042 – Hole set ‘2’) 
HITCH MOUNTING INSTRUCTION 

 
Please use the photos to guide you through hitch installation. All bolts should be loose until hitch has 
been position into place. Use thread lock in all hitch-mounting bolts 

 
Remove the ‘Side Bags’ and the 
‘Rear Fender’ from the bike.  
Loosen the front most bolts and 
remove the rear bolts from the ‘Bag 
Mounting Brackets’. (Photo C) 
Insert the ‘Hitch Top Mounting 
Bracket’ under the ‘Bag Mounting 
Bracket’ and replace bolts. (Be 
sure that the Bag Bracket Mount, fits 
in the Hitch Bracket hole properly 
before tightening) 
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Remove and discard the lowest 
‘M10 cap head bolt’ from the 
Bikes frame (Alloy casting) located 
above the rider foot peg. 
 
(Photo D) 
Remove and discard the ‘Exhaust 
mounting Nuts’. 
Mount the ‘Hitch Main Bar’. 
Secure exhaust bolts and use the 
supplied ‘M10 bolts cap bolts, 
washers and nuts’ to the front 
mounts on the ‘Hitch Main Bar’. 
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(Photo B) 
Replace the ‘Plastic Fender’ 
 
(Photo C & E) 
Mount the ‘Dropper Support’. 
(This mounts to the upside of plate 
in ‘Photo C’ and behind in ‘Photo E’) 
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Tighten all bolts. 
  
Set your bike’s rear suspension setting to hard. 
 
Attach rolling chassis. 
Check alignment and make adjustments through draw bar bolts on 
Trailer chassis. 
Make sure that you check every bolt before you ride. 
 
You have successfully mounted your hitch. 

 


